
 

 

 
 

The information and recommendations presented on this data sheet are to the best of our knowledge and belief accurate and reliable, but do not constitute a 
warrant. None of our representatives or agents are authorized to give any guarantee or warrantee or make any representation in addition or contrary to the above, 

and we not accept liability for claims of any kind for any loss including, without limitation, consequential loss injury or damage arising from the use of the 
information on recommendation, or of the products which are the subject matter hereof. These products are sold subject to our standard conditions of sale and 
tender, copies of which are available on request. 

 

Mandoval Technical Data Sheet conforms to SANS 

ISO 11014: 2010 and ISO 11014: 2009 
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MINERAL WOOL PANEL 
 
 
 
Technical Properties 
 

Issue:    PDS.33.02 DD 07.16     Supersedes: PCDS.33.01 DD 10.10                Effective:    Aug 2017   
 

Appearance       :  Fibrous insulation wool panels  

Density        :  160kg/m³  

Size         :  1200mm  x  600mm  

Thickness        :  50mm  

Thermal Conductivity, 75°C  :  <0.043 W/m.K  

Fibre diameter      :  4 – 7 µm  

Fibre Softening temperature  :  900 – 1000 °C  

Service Temperature    :  - 269 - 700°C   

Moisture Absorption     :  0.3%  

Water resistance      :  ˃98%  

Sound absorption coefficient  

(125 – 4000 Hz)  

:  0.14 – 0.99  

Chloride content, CI     

  

  

  
  
  
  
  

 

 

 

 

 

 

:  <6ppm  


