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VERMICULITE INNOVATION 

APPLICATIONS: 
 Thermal Insulation for commercial and Industrial application 
 Acoustic Insulation between dry walling or as roof insulation  
 Fire Stopping Seals used in combination with Pyrosafe WB  
 Intumescent Coating for through penetration fire stops 
 Heat and fire insulation 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

A matt brown fibrous wool panel which is bio-soluble and has no adverse environmental 
effects on the environment. 

 PROPERTIES: 

 Safe 
 Dust free 
 Odourless 
 Bio-soluble 
 Easy to work with  
 Non-combustible  
 Panel Size: 1.2 m x 0.6 m x 50 mm 

 

 

TECHNICAL SPECIFICATIONS: 
 

Density      160kg/m3 
K Value (Thermal Conductivity  Max 0.043 W/mK 
R Value (Thermal Resistance)  3.7m2 K/W 
Size      1200mm x 600 mm 
Fibre Bio-soluble Minerals  95% 
Heat Cured Resin     Max 5% 
Mineral Oil      Max 2% 
Moisture Absorbing Coefficient  0.3% 
Sound Absorbing Coefficient  0.14 – 0.99 
Chloride content    Min 6 ppm 
Service Temperature:   -269 - 700 °C     
 
 
 

Due to the specialized manufacturing process the Mineral Wool Panel has: 
ZERO VOC, ZERO ODP and ZERO GWP 

 

 


