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VERMICULITE INNOVATION 

APPLICATIONS: 
▪ Fire protection of interior structural steel 
▪ Fire protection of interior electrical cables 
▪ Fire Protection of plastic pipes   
▪ Fire protection of interior timber 
▪ Fire protection penetration seals in combination 

with Mineral Wool Panels  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL SPECIFICATIONS: 
 

Colour      White 
Gloss Level     Matt 
Surface dry time    1 hour 
Drying time – touch dry  @ 25⁰C 6 hours 

Drying time – cured @ 25⁰C  24 hours 

Recoating     6 hours 
Solids by volume    50.5% 
Solids by weight     60% 
PH Value      9.1 – 9.3  
Shelf Life     6 months 
 

 
 
 

 
 
 
 
 

 

A water-based intumescent fire retardant coating providing excellent protection to structural steel, 
wood, plastic pipes and electrical cables.  

 PROPERTIES: 

▪ Decorative 
▪ Non-toxic 
▪ Excellent adhesive properties 
▪ Easy to apply and maintain  
▪ Fire rating 60 minutes  
▪ Packaging: 5 Litre and 25 Litre drums  

 


