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KBS Pipe Seal EU  
Fire Protection for Combustible Pipes 
 
 
 
Product information 
KBS Pipe Seal EU – in the event of fire-, prevents the propagation of flames, hot gases and 
smoke through plastic pipes penetrating fire compartment walls and floors. 
 
 
 
Technical data 
 

− For combustible pipes made of PE and PVC  

− For pipe sizes up to an outer diameter of 160 mm 

− Tested according to European standard EN 1366-3 

− Integrity (F-Rating) and insulation (T-Rating) up to 2 hours  

(EI 120 according European nomenclature)  

− Available in 4 sizes: EU 50, EU 75, EU 110 and EU 160 

− One type of KBS Pipe Seal EU can be used for different pipe diameters 

− Tested in rigid walls and floors as well as in KBS Panel Seal ABL 

− Easy to handle and to install 

− Small outer dimensions requiring minimum space for installation 

− The highly flexible intumescent material is neither affected by water nor by carbon dioxide.  

− Excellent ageing resistance 

− Tested with noise decoupling PE-foam 

− Cost-effective solution 

− KBS Pipe Seal EU consists of a flexible red powder-coated steel collar with lock and fixing 

clamps. The intumescent material is fixated on the steel jacket. 

− Packaging: two pieces in a cardboard box 
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KBS Pipe Seal EU 
Type 

Outside 
diameters of 
pipes (mm) 

Dimensions (mm) 
A B C 

EU 50 

32 

40 

50 

60 72 25 

EU 75 
63 

75 
85 97 25 

EU 110 
90 

110 
120 138 25 

EU 160 

125 

140 

160 

170 192 50 

 

This document, or any answers or information provided herein by BASF, does not constitute a legally binding obligation of BASF. While the descriptions, 
designs, data and information contained herein are presented in good faith and believed to be accurate, it is provided for your guidance only. Because many 
factors may affect processing or application/use, we recommend that you make tests to determine the suitability of a product for your particular purpose prior to 
use. It does not relieve our customers from the obligation to perform a full inspection of the products upon delivery or any other obligation. The claims and 
supporting data provided in this publication have not been evaluated for compliance with any jurisdiction’s regulatory requirements and the results reported 
may not be generally true under other conditions or in other matrices.  Users must evaluate what claims and information are appropriate and comply with a 
jurisdiction’s regulatory requirements.  NO WARRANTIES OF ANY KIND, EITHER EXPRESS OR IMPLIED, INCLUDING WARRANTIES OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, ARE MADE REGARDING PRODUCTS DESCRIBED OR DESIGNS, DATA OR 
INFORMATION SET FORTH, OR THAT THE PRODUCTS, DESIGNS, DATA OR INFORMATION MAY BE USED WITHOUT INFRINGING THE 
INTELLECTUAL PROPERTY RIGHTS OF OTHERS. IN NO CASE SHALL THE DESCRIPTIONS, INFORMATION, DATA OR DESIGNS PROVIDED BE 
CONSIDERED A PART OF OUR TERMS AND CONDITIONS OF SALE. 


