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KBS FR Caulking 
 
 
 

Product information 
 

KBS FR Caulking is a high viscous, one component fire retardant intumescent caulk. 

 

Use KBS FR Caulking is used to seal electrical cables, plastic and steel pipes which 

penetrate fire rated walls and floors. 

 

Composition KBS FR Caulking consists of water-based thermoplastic resins, intumescent 

agents, reinforcement fibres, pigments and additives. KBS FR Caulking is free 

of halogens and solvents. 

 
 
 

Technical data 
 

Colour grey 

 

Odour wet: negligible 

dry: odourless 

 

Density approx. 1.40 g/cm³ 

 

Solids approx. 75 % w/w 

 

Intumescence approx. 8 times,  

a 1 mm thick layer expands in fire to approx. 8 mm 

 

Elongation to break approx. 50 % 

 

Tear-out force approx. 600 mN/mm 

 

Humidity and moisture resistance KBS FR Caulking is resistant to humidity and moisture 

 

Drying time depends from temperature and humidity, a 5 mm thick layer is 

dry after 2 weeks (23°C / 50 % RLF) 
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KBS FR Caulking 
 
 
 

Application use standard trowel, see application recommendations 

 

Cleaning of equipment water 

 

Safety measures nothing special required, rubber gloves and safety goggles  

recommended, see MSDS 

 

Packaging cartridges of 310 ml 

 

Shelf life 24 months in original closed containers 

 

Storage temperature 5° - 30°C, protect from frost 

 

 

This document, or any answers or information provided herein by BASF, does not constitute a legally binding obligation of BASF. While the descriptions, 
designs, data and information contained herein are presented in good faith and believed to be accurate, it is provided for your guidance only. Because many 
factors may affect processing or application/use, we recommend that you make tests to determine the suitability of a product for your particular purpose prior to 
use. It does not relieve our customers from the obligation to perform a full inspection of the products upon delivery or any other obligation. The claims and 
supporting data provided in this publication have not been evaluated for compliance with any jurisdiction’s regulatory requirements and the results reported 
may not be generally true under other conditions or in other matrices.  Users must evaluate what claims and information are appropriate and comply with a 
jurisdiction’s regulatory requirements.  NO WARRANTIES OF ANY KIND, EITHER EXPRESS OR IMPLIED, INCLUDING WARRANTIES OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, ARE MADE REGARDING PRODUCTS DESCRIBED OR DESIGNS, DATA OR 
INFORMATION SET FORTH, OR THAT THE PRODUCTS, DESIGNS, DATA OR INFORMATION MAY BE USED WITHOUT INFRINGING THE 
INTELLECTUAL PROPERTY RIGHTS OF OTHERS. IN NO CASE SHALL THE DESCRIPTIONS, INFORMATION, DATA OR DESIGNS PROVIDED BE 
CONSIDERED A PART OF OUR TERMS AND CONDITIONS OF SALE. 


