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KBS Sealbags 
 
 
 
Product Information 
KBS Sealbags are fire protection pillows, which are used to seal cable penetrations in walls and floors.  
 
KBS Sealbags will be installed in such penetrations, where frequent cable changes are expected. 
 
KBS Sealbags are pillows consisting of tightly woven, durable fibre-glass cloth, filled with a combination of mineral 
fibres, incombustible components, water-insoluble expansion agents and special fire retardant additives. 
 
 

 
 
 
Technical Data 
Appearance pulvinated elements with orange-red printing 

 
Sizes Type  Size (mm) 

Length x Width x Height 
(not compressed) 

 KBS Sealbags   250 340 x 180 x 13 
 KBS Sealbags   400 340 x 180 x 18 
 KBS Sealbags   720 340 x 180 x 35 
 KBS Sealbags 1500 340 x 330 x 35 

 
Packaging Type  Pieces / Carton 
 KBS Sealbags   250 20 
 KBS Sealbags   400 35 
 KBS Sealbags   720 20 
 KBS Sealbags 1500 10 

 
Resistance against water / humidity KBS Sealbags are water- and weather-resistant which is tested 

in long-time laboratory tests. 
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KBS Sealbags 
 
 
 
 
Behaviour in fire 
 

3 phase-reaction in case of fire: 
 at approx. 130°C the various components of the bags start 

gluing up and sticking together, preventing the fillers from 
running out, even if the sheath is damaged by mechanical 
impact. 

 at approx. 280°C the content begins to expand 
 at approx. 800°C a “ceramic reaction” causes the content to 

harden into a solid block. 
 

Compactibility After workmanlike installation even continual vibrations of the 
building will not cause further compacting of the filler in KBS 
Sealbags. 
Therefore, the risk of gap formation or crevices can be excluded. 
 

Maintenance of industrial health and 
safety standards 

For the installation of KBS Sealbags no special health and safety 
precautions are necessary. 

 

This document, or any answers or information provided herein by BASF, does not constitute a legally binding obligation of BASF. While the descriptions, designs, 
data and information contained herein are presented in good faith and believed to be accurate, it is provided for your guidance only. Because many factors may 
affect processing or application/use, we recommend that you make tests to determine the suitability of a product for your particular purpose prior to use. It does 
not relieve our customers from the obligation to perform a full inspection of the products upon delivery or any other obligation. The claims and supporting data 
provided in this publication have not been evaluated for compliance with any jurisdiction’s regulatory requirements and the results reported may not be generally 
true under other conditions or in other matrices.  Users must evaluate what claims and information are appropriate and comply with a jurisdiction’s regulatory 
requirements.  NO WARRANTIES OF ANY KIND, EITHER EXPRESS OR IMPLIED, INCLUDING WARRANTIES OF MERCHANTABILITY OR FITNESS FOR 
A PARTICULAR PURPOSE, ARE MADE REGARDING PRODUCTS DESCRIBED OR DESIGNS, DATA OR INFORMATION SET FORTH, OR THAT THE 
PRODUCTS, DESIGNS, DATA OR INFORMATION MAY BE USED WITHOUT INFRINGING THE INTELLECTUAL PROPERTY RIGHTS OF OTHERS. IN NO 
CASE SHALL THE DESCRIPTIONS, INFORMATION, DATA OR DESIGNS PROVIDED BE CONSIDERED A PART OF OUR TERMS AND CONDITIONS OF 
SALE. 


